
Compliance

Design Features

GELX explosion proof emergency exit 
lights are crafted from UV-resistant 
polycarbonate IK10, ensuring exceptional 
durability. Certified by ATEX and IECEx for 
use in Zone 1 and Zone 21 hazardous 
areas.

AXTRO™ GELX 
Hazardous Location Exit Sign

5-year limited system warranty. 

Technical Data

Warranty

II 2G Ex db eb IIC T6 Gb 
II 2D Ex tb IIIC T85 Db

Ex db eb IIC T6 Gb
Ex tb IIIC T85 Db
Zone 1,2 , Zone 21,22

IP66/67
IK10
5G vibration
Emergncy

Battery

Viewing distance

Dimensions (L x W x H)

Ternary Lithium

3W

>12m

450 x 157 x 140 mm

Dimensions
unit: mm(in) 

Ambient Operating Temperature

Ambient Operating Humidity    

Atmospheric pressure

Lens Material  

Mounting Options 

Cable Entries 

Net Weight

0°C ~ +50°C

10%~90% RH    

86~106KPa

Polycarbonate

Wall

M25*1.5 , 3/4"NPT; 

4kg (8.8 lbs)

Environmental

Technical

Electrical & Optical

Input Voltage    100-240V/AC

Rated Power

Recharging time

Battery Backup Runtime

24 hours

Lumen Output ≥250lm

≥180 mins

Input Frequency    50/60Hz

Rugged Design

Easy Installation And
Wiring

5 Exit Sign Types

Emergency Battery
Back Up

Easy Maintenance

180-minute minimum run time at 250 lumens in emergency
mode.

Easy access to LED strip and drivers for quick maintenance.

Exit Left, right or left and right simple field modification.

Ex db ec compartment provides quick access to the driver
and terminals.

Made in UV resistant polycarbonate IK10 for extreme
durability.

Product design and specifications
subject to change without notice.
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Ordering Information and Mounting Accessories

Accessories

AXTRO™ GELX                                                                       LED Hazardous Location Exit Sign

SC2
Stainless steel
safety cable

CGL
Cable Gland
M25/M20

XX

Accessories
SC2 - Safety cable  

SP10U - 10KV surge protector 

CGL - Cable Gland 3/4" NPT

WM

Mount Style
LCM  – Wall Mount

SP10U
10KV Surge Protector
(100-277V)

Mounting Options

1

EXIT

1 -

2 -

3 -

4 -

5 -

GELX

Model
GELX

Power

E

E – Emergency 

       (3W)  

P - 100-240V/AC

P

Voltage

LCM
Wall mount

GR

Color
GR - Gray
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LCM
Wall mount kit 1 pair


