
ELECTRICAL & OPTICAL

ENVIRONMENTAL 

• 5 exit sign types
• 3-year limited system warranty.

Environmental

EMERGENCY BATTERY BACK-UP. 90-minute minimum run time 
at 250 lumens in emergency mode.

EASY MAINTENANCE. Easy access to LED strip and drivers for 
quick maintenance.

EASY INSTALLATION AND WIRING. Ex db ec compartment 
provides quick access to the driver and terminals.

5 EXIT SIGN TYPES.  Exit Left, right or left and right simple field 
modification.

RUGGED DESIGN. Made in UV resistant polycarbonate lK10 for
extreme durability.

KEY FEATURES

5 EXIT SIGN TYPES

AXTRO™ GELX
GELX explosion proof exit sign are designed for Zone 1 and 21 
hazardous areas.  Ex db ec compartment provides quick access 
to the driver and terminals. 90-minute minimum run time 
at 250 lumens in emergency mode.

ZONE 1

ZONE 2

ZONE 21

ZONE 22

CLASSIFICATIONS

TECHNICAL DATA

OPTIONS AND WARRANTY

INFO@GRINSAFE.COM +86-25-5212 2291 WWW.GRINSAFE.COM

ATEX Standard

IECEx Standard

II 2G Ex db eb IIC T6 Gb 
II 2D Ex tb IIIC T80°C Db

Ex db eb IIC T6 Gb 
Ex tb IIIC T80°C Db
Zone 1,2 , Zone 21,22

IP66
IK10
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EXPLOSION PROOF
EXIT SIGNS

Battery

Viewing distance

Protection

Dimensions (LxWxH)

Ternary lithium

3W

>12m

IP66 / IK10

450 x 157 x 140 mm

Ambient Temperature

Operating Humidity    

Atmospheric pressure

Lens Material  

Mounting Options 

Cable Entries 

0°C ~ +50°C

10%~90% RH    

86~106KPa

Polycarbonate

Wall

M25*1.5 , 3/4"NPT; 

Input Voltage    100-240V/AC

Rated Power

Recharging time

Battery Backup Runtime

24 hours

Lumen Output ≥250lm

≥180 mins

Input Frequency    50/60Hz

TECHNICAL

EMERGENCYIP67 IK10


